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MECHANICAL EQUIPMENT GENERAL NOTES:
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L . = M1. MECHANICAL EQUIPMENT SHALL BE CONNECTED COMPLETE PER MANUFACTURER'S WIRING DIAGRAMS
| O B < - - - - T AND DETAILS UNLESS OTHERWISE NOTED ON DRAWINGS.
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|| i | . 4 D M2. CONTRACTOR SHALL CONCEAL CONDUIT AND WIRING IN WALLS AND ABOVE CEILING AND PROVIDE
f K058 \ | — LIQUID-TIGHT FLEXIBLE METAL CONDUIT FOR FINAL CONNECTION TO MECHANICAL EQUIPMENT.
5 | | PROVIDE RIGID ALUMINUM CONDUITS AT EXTERIOR LOCATIONS. SEAL ALL ROOF PENETRATION
| | O 4 7 7 WATER-TIGHT AND ALL WALL PENETRATIONS TO MAINTAIN FIRE RATING. A
1 I
W T ———]———— - 7 7 7 7 | 7 7 N M3. CONTRACTOR SHALL PROVIDE ALL LOCAL DISCONNECTING MEANS FOR ALL MECHANICAL EQUIPMENT,
@ | UNLESS EQUIPMENT IS NOTED TO BE FURNISHED WITH INTEGRAL DISCONNECTS. LABEL ALL
| %) 1 —— ]Il I DISCONNECT SWITCHES TO INDICATE POWER SOURCE AND EQUIPMENT SERVED.
| B | U
| e | W B — M4. COORDINATE EXACT INSTALLATION LOCATION OF ALL MECHANICAL EQUIPMENT WITH MECHANICAL
I ~ 7 PLANS PRIOR TO ROUGH-IN.
] u | \ / M5. CONDUITS SHALL BE RIGID ALUMINUM AT EXTERIOR LOCATIONS.
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] | \ / M6. SHARED NEUTRALS ARE NOT PERMITTED FOR BRANCH CIRCUITS.
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/ | AMv EXHAUST FAN - 120V-1@-1/2HP, PROVIDE LOCKABLE MANUAL SWITCH AND CONNECT COMPLETE TO
i | CIRCUIT INDICATED VIA 3/4"C - 2#12 & 1#12EG. PROVIDE ROOF CURB FOR CONDUIT.
I /7 \ AMv CONNECT EXHAUST FAN COMPLETE TO SPARE 20A-120V-10 BREAKER IN EXISTING PANELBOARD.
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\ 1 1| @ APPROXIMATE LOCATION OF THIRD FLOOR EXHAUST FAN.
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i &0 * L MOTOR AND MOTOR CONTROLLERS (FLOOR PLAN VIEW)
— — K200 @ O 7 —
ﬁM C | O L — $uL  120V-1Q OR 277V-10 (AS REQUIRED) LOCKABLE MANUAL SWITCH (NO THERMAL OVERLOADS).
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STAINLESS CLAMP, TYP. SEAL-OFF CONDUIT,
————F ———F ——— — ]\w FITTING, TYP. PREFABRICATED FORMED 0.06"
— L | = a PREFABRICATED RUBBER BOOT \ TYP- THICK ALUMINUM FLASHING ROUND
| L CAP WITH GRADUATED STEPS & COLLAR WITH MIN. 3" WIDE FLANGE.
\\\\\\ D | © WEATHER-PROOF PRESSURE ATTACH TO ROOF PER
| SEAL TO COLLAR 5 MANUFACTURER'S INSTRUCTIONS
1 O C
\ D W M SEALANT AT PENETRATION TO / _|._ _H_ é j
MEMBRANE JUNCTURE BY
| | W_l, MULTIPLE MEMBRANE STRIPPING PLIES
L ROOFING CONTRACTOR | _ - . FEATHERED AT FIELD OF ROOF BY
1 ROOFING CONTRACTOR. PRIME
| ROOF MEMBRANE N m N FLANGE BEFORE STRIPPING.
mifix =
s 7 14
J _m,‘ '] L - ] ,v. . . b s P >. 4 m,.. s
|| = I P oo 'y b
— - T | s, sAL oy T 2 - -
] | L St s T STEEL
n , A et y EXPANSION
STAIR {1 . =i ANCHOR _
I . ROOF | {
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WATER CUT-OFF MASTIC N GALVANIZED
COMPATIBLE WITH ROOF THREADED ROD,
MEMBRANE . O O TVP.
CONDUIT CLAMP. SIZE AS INTEGRAL GALVANIZED P LOCKING
REQUIRED LIPPED STEEL SQUARE
-] MOUNTING CHANNEL — WASHER &
| =8 LOCKNUT
RA22 \ @
ERA22-CR Nv{\ 7 CONDUIT CLAMP.
’ SIZE AS
_mm ~ o \ REQUIRED
GENERAL NOTES:
7 | 1. MAINTAIN A MINIMUM CLEARANCE OF 12" [308mm] ON ALL SIDES OF ROOF PENETRATION
¥ | % FROM WALLS, CURBS, AND OTHER PROJECTIONS TO FACILITATE PROPER FLASHING.
7 @ N 2. FLANGES OF ADJACENT FLASHINGS SHALL NOT BE CUT OR OVERLAPPED.
g _
. L T = N | 3. VERIFY ROOF & STRUCTURAL SYSTEM WITH OWNER.
—— /
S 7 / 4. COORDINATE FLASHING INSTALLATION WITH ROOFING CONTRACTOR TO ENSURE
[ ] ) ) N / PROPER METHODS & MATERIALS ARE USED TO MAINTAIN ROOF WARRANTY.
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SECOND FLOOR ELECTRICAL PLAN THIRD FLOOR ELECTRICAL PLAN ROOF PENETRATION DETAIL w
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